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Catal No. | oy g."”lh Min. | Max | Ouiside | Flange | Pulley | Bore Hub Rim | Approx. P ”Hey Tj/pfs
C :’:.gue Teeth | .IE' ZV Dialr:::e?er Bore | Bore |Diameter| Diameter| Width | Length |Diameter Diameter| Weight | The Pulley types referred to in
b3 yp | d d do A F L M N kg o Medsard,
| dp tables are as drawings below.
8mm Pitch Pulleys for 20mm wide Belts. Ref. 8M20 ?ll:]nff;s]: P‘L‘l"ﬁl‘;agz‘l’oli\t‘g'f‘):lé‘]}:‘g 4
P22-8M-20 | 22 1F 56.02 | 12 29 547 | 60 28 38 43 - 0.54 DRSSy D &
borama| o4 | 1F | et1a| 12 | 3 | 598 | 66 | 28 | 3 | 4 | - | 0g5| linein tablesare manufactured ©
P26-8M-20 26 1F 66.21 12 32 64.9 70 28 38 48 - 0.80 in cast iron. Pulleys 112 teeth
agidl 2| k| am| s u|ml g &) 8 | | Eehonsibaddbor
P32-8M-20 | 32 iF | 8149 | 15 40 802 | 8 | 28 38 60 - 120 | incorporate lightening holesin 0
P34-8M-20 | 34 iF 86.58 | 15 46 852 | 91 28 38 70 - 140 | design.
P36-8M-20 | 36 iF 9167 | 15 50 903 | 97 28 38 75 - 1,55 ~ 1
P38-8M-20 | 38 1F 9677 | 15 50 954 | 102 28 38 75 - 1.65 |
P40-8M-20 | 40 1F | 10186 | 15 50 | 1005 | 106 28 38 75 - 1.74 -
P44-8M-20 | 44 1F | 11205 | 15 50 | 1107 | 120 28 38 75 - 210 U V)
P4g-8M-20 | 48 1F | 12223 | 15 50 | 1209 | 128 28 38 75 - 2.44 =
P56-8M-20 | 56 oF | 14260 | 15 54 | 1412 | 150 28 as 80 | 116 2.60 F
P64-8M-20 | 64 oF | 16297 | 15 54 | 1616 | 168 28 38 80 | 137 2.90 W
P72-8M-20 | 72 9F | 18335 15 54 | 1820 | 192 28 38 80 | 158 310 } A
. e —— T b o
P80-8M-20 | 80 2 20372 | 15 54 | 2024 | - 28 38 90 | 180 3.80 o
P90-8M-20 | 90 2 20918 | 15 54 | 2278 | - 28 38 80 | 204 420
P112-8M-20 | 112 2 28521 | 18 54 | 2838 | - 28 38 90 | 254 5.20 —F o
P144-8M-20 | 144 2 36669 | 20 54 | 3653 @ - 28 38 30 | 336 750 =
P168-8M-20 | 168 2 49781 | 20 60 | 4264 | - 28 38 100 | 400 | 10.00 o
P192-8M-20 | 192 2 48892 | 20 60 | 4876 @ - 28 38 100 | 460 | 14.40 <|alsg| - o = o
8mm Pitch Pulleys for 30mm wide Beits. Ref. 3M30 7
P22-8M-30 | 22 1F 56.02 | 12 20 | 547 | 60 38 48 43 - 0.69 —
P24-8M-30 | 24 1F 6142 | 12 30 59.8 66 38 48 45 - 0.84
P26-8M-30 | 26 iF 66.21 | 12 32 64.9 70 38 48 48 - 1.00 1
P28-sM-30 | 28 1F 7130 | 15 34 701 75 38 48 50 - 112 3 =N
P30-8M-30 | 30 | 1F 7639 | 15 36 751 83 38 48 55 - 132 _—
P32-8M-30 | 32 1F 8149 | 15 40 80.2 87 38 48 60 - 153
P34-8M-30 | 34 1F 8658 | 15 46 852 | 9 38 48 70 - 1.80 Type 1F o
P36-8M-30 | 36 1F 91.67 | 15 50 90.3 97 38 48 75 - 1.99 L X
P38-8M-30 | 38 1F 9677 15 50 954 | 102 38 48 75 - 227 Material: Steel
P40-8M-30 | 40 F | 10186 15 50 | 1005 | 106 38 48 75 - 240
P44-8M-30 | 44 1F | 11205 | 15 5 | 1107 | 120 38 48 75 - 2.80 ’
P48-8M-30 | 48 1F | 12223 | 15 50 | 1209 | 128 38 48 75 - 3.20
P56-8M-30 | 56 oF | 14260 | 15 60 | 1412 | 150 38 48 30 | 116 3.60 L
PB4-8M-30 | 64 oF | 16297 | 15 60 | 1616 | 168 38 48 80 | 137 430
pP72-8M-30 | 72 oF | 18335 | 15 63 | 1820 | 192 38 48 95 | 158 480 ._F_—I
P80-8M-30 | 80 2 20372 | 15 60 | 2024 - 38 48 100 | 180 5.10 —— -
P90-8M-30 | 90 2 22918 | 15 80 | 227.8 - 38 48 100 | 204 570 z
Pi12-8M-30 | 112 2 28521 18 80 | 2838 - 38 48 100 | 254 6.80
P144-8M-30 | 144 2 366.69 | 20 60 | 3653 S 38 48 100 | 336 9.30
P166-8M-30 | 168 2 42781 | 20 | 60 | 4264 = 38 48 100 | 400 | 11.40
P192-8M-30 | 192 5 | 48892 | 20 | 60 | 4876 = 38 48 100 | 460 | 16.00 <
8mm Pitch Pulleys for 50mm wide Belts. Ref. 8M50 N, \\ ,
P22-8M-50 | 22 1F 56.02 | 12 29 547 60 80 70 43 = 1.00 ol o o |
P24-8M-50 | 24 1F 6142 | 12 30 598 66 60 70 45 - 123 | <| 8| 8| T - o = |
P26-8M-50 | 26 1F 66.21 | 15 32 64.9 70 60 70 48 - 150 v
P28-8M-50 | 28 1F 7130 | 15 34 701 75 60 70 50 - 167 /
P30-8M-50 | 30 1F 7639 | 15 36 754 83 60 70 55 - 197
P32-8M-50 | 32 iF 8149 | 15 40 80.2 87 60 70 60 - 2.27
P34-8M-50 | 34 1F 8658 | 15 44 85.2 91 60 70 66 - 269
P36-8M-50 | 36 1F 91,67 | 15 46 90.3 97 60 70 70 - 2.97
P38-8M-50 | 38 1F 9677 | 15 50 954 | 102 60 70 75 - 323
P40-8M-50 | 40 1F | 10186 | 18 50 | 1005 | 106 60 70 75 - 3.50 It
P44-8M-50 | 44 1F | 11205 | 18 50 | 1107 | 120 80 70 75 - 390 | 7% m
S I AN AR AN A A Type 22F 3
-8M- 56 3 i . | 116 . e
P64-8M-50 | 64 F | 16297 | 18 67 | 1616 | 168 60 60 100 | 137 5.60 P !
P72-8M50 | 72 3F | 18335 | 18 67 | 1820 | 192 60 60 | 100 | 158 | 6.80 Material: Steel or Cast Iron o
P80-8M-50 | 80 3 20372 | 18 66 | 2024 - 60 60 10 | 180 6.90
P90-8M-50 | 90 3 22918 | 18 66 | 2278 - 60 60 10 | 204 8.60
P112-8M-50 | 112 3 28521 | 18 86 | 2838 - 60 60 110 | 254 9.60 o
P144-8M-50 | 144 3 36669 | 20 66 | 3653 = 60 60 110 | 33 | 13.80 FIL o !
P168-8M-50 | 168 3 42781 | 20 72 | 4264 = 60 60 120 | 400 | 16.00 il | |
P192-8M-50 | 192 3 48892 | 20 78 | 4876 = 60 60 130 | 460 | 22.40 o |
8mm Pitch Pulleys for 85mm wide Belts. Ref. 8M85 T =1 (0] :
P22-8M-85 22 1F 56.02 | 12 29 54.7 60 95 | 105 43 - 1.55 - @ .
P24-8M-85 | 24 1F 6112 | 12 30 59.8 66 9% | 105 45 - 1.90 o '
P26-8M-85 | 26 1F 66.21 | 12 2 64.9 70 95 105 48 - 225 pit
P28-8M-85 | 28 1F 7130 | 15 34 701 75 95 105 50 - 2.55 o
P30-8M-85 | 30 1F 7639 | 15 36 75.1 83 95 105 55 - 3.00 -
P32-8M-85 | 32 1F 8149 | 15 40 802 87 95 105 60 - 3557 R 0
p34-8M-85 | 34 1F 8658 | 15 44 85.2 91 95 105 66 - 400 o
P36-8M-85 | 36 1F 9167 | 15 46 §0.3 97 95 105 70 - 450 ol of Lol 5l 2
P38-8M-85 | 38 1F 96.77 | 15 50 954 | 102 95 105 75 - 500 | <| 8 3
P40-8M-85 | 40 1F | 10186 18 50 | 1005 | 106 95 105 75 - 5.90 7 o
P44-8M-85 | 44 1F | 11205 18 50 | 1107 | 120 95 105 75 - 6.60 =
P48-8M-85 | 48 1| 12223 18 54 | 1209 | 128 95 105 80 - 7.00 S & o
P56-8M-85 | 56 1F | 14260 | 18 54 | 1412 | 150 95 105 90 - 10.00
PG4-8M-85 | 64 3F | 16297 | 20 67 | 1616 | 168 95 95 | 100 | 137 | 10.40 o
P72-8\-85 | 72 3F | 18335| 20 67 | 1820 | 192 95 95 | 100 | 158 | 11.40 S
PBO-8M-85 | 80 3 | 20372| 20 66 | 2024 - 95 95 10 | 180 | 11.10 L o
P90-8M-85 | 90 3 | 22018| 20 86 | 2278 - 95 95 10 | 204 | 1220 Jo e
pes | | 2o mdl w8 mr)c e 8w E e :
-8M- . 66 | 365 = 95 6 | 2150 :
P168-8M-85 | 168 3 | 42781| 24 72 | 4264 & 95 9% | 120 | 00 | 2410 Type 3/3F 1
P192-8M-85 | 192 3| 48892 | 24 78 | 4876 | - | 95 95 | 130 | 460 | 3060 | Material: Steel or Cast Iron :

*Non-stock items, manufactured to customer order only. All dimensions in mm.
Standard Pulleys can be reworked to customers bore and keyway requirements
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